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GENERAL NOTES

THE FOLLOWING NOTES SHALL APPLY THROUGHOUT.  EXCEPTIONS ARE SPECIFICALLY
NOTED ON DRAWINGS AND SPECIFICATIONS.

1.  DRAWINGS ARE NOT TO BE SCALED.  USE DIMENSIONS ONLY AS A GUIDE.  ALL
DIMENSIONS AND CONDITIONS SHOWN AND ASSUMED ON THE DRAWINGS MUST BE
VERIFIED AT THE SITE BY THE CONTRACTOR BEFORE PREPARING SHOP DRAWINGS,
ORDERING ANY MATERIAL OR DOING ANY WORK.

2.  ANY DISCREPANCIES FOUND IN THE PLANS, DIMENSIONS, EXIST. CONDITIONS, OR
ANY APPARENT ERROR IN CLASSIFYING OR SPECIFYING A PRODUCT OR ITS USE IS
TO BE POINTED OUT TO THE ARCHITECT PRIOR TO COMMENCEMENT OF WORK.
SKETCHES/CLARIFICATIONS WILL BE ISSUED AS NECESSARY AND WILL BECOME
PART OF THE CONTRACT DOCUMENTS.  NO CHANGE IN DRAWINGS OR
SPECIFICATIONS IS PERMISSIBLE WITHOUT THE CONSENT OF THE ARCHITECT.

3.  KEYING AND REFERENCING OF DRAWINGS IS FOR CONVENIENCE ONLY AND DOES
NOT LIMIT APPLICATION OF ANY DRAWINGS.

4.  THE CONTRACTOR SHALL VISIT THE SITE AND FAMILIARIZE HIMSELF WITH THE
WORK OF THIS CONTRACT.

5.  ANY DAMAGE TO NEW OR EXIST. CONSTRUCTION DURING CONSTRUCTION IS TO BE
CORRECTED AT THE CONTRACTOR'S EXPENSE.

6.  THE CONTRACTOR, FOR A PERIOD OF FIVE (5) YEARS FROM THE DATE OF
COMPLETION AND ACCEPTANCE BY THE OWNER, SHALL ADJUST, REPAIR, OR
REPLACE AT NO COST TO THE OWNER ANY ITEM OF EQUIPMENT, MATERIAL OR
WORKMANSHIP FOUND TO BE DEFECTIVE.

7.  THE CONTRACTOR SHALL REMOVE AND RE-EXECUTE ALL UNSATISFACTORY WORK
AT NO COST TO THE OWNER.

8.  THE CONTRACTOR SHALL MAINTAIN A COMPLETE AND UP-TO-DATE SET OF
CONTRACT DOCUMENTS AT THE JOB SITE.

9.  SHOP DRAWINGS ARE TO BE SUBMITTED TO THE ARCHITECT FOR APPROVAL
BEFORE PROCEEDING WITH ALL ITEMS WHICH REQUIRE FABRICATION.

10.  THE CONTRACTOR SHALL PERFORM ALL CUTTING AND PATCHING REQUIRED TO
COMPLETE THE WORK OR TO MAKE ITS PARTS FIT TOGETHER PROPERLY WITHOUT
COMPROMISING THE QUALITY OF THE WORK.

11.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADEQUATELY BRACING AND
PROTECTING ALL WORK DURING CONSTRUCTION AGAINST DAMAGE, BREAKAGE,
COLLAPSE, DISTORTIONS AND OFF ALIGNMENTS ACCORDING TO CODES AND
STANDARDS OF GOOD PRACTICE.

12.  THE CONTRACTOR SHALL PROVIDE GUARDS, RAILS, BARRICADES, FENCES,
SIDEWALK SHEDS, CATCH PLATFORMS, BRIDGING, SCAFFOLDING, DECKING, NIGHT
LIGHTING, ETC. AS REQUIRED BY LOCAL AUTHORITIES AND INDUSTRY STANDARDS

13.  THE CONTRACTOR SHALL KEEP WORK SITE FREE FROM DEBRIS AND ACCUMULATED
REFUSE, AND SHALL HAVE SOLE RESPONSIBILITY FOR PROTECTING ALL
DANGEROUS AREAS FROM ENTRY BY UNAUTHORIZED PARTIES.

14.  WHERE MANUFACTURERS' NAMES AND PRODUCT NUMBERS ARE INDICATED ON THE
DRAWINGS IT SHALL BE CONSTRUED TO MEAN THE ESTABLISHING OF QUALITY AND
PERFORMANCE STANDARDS OF SUCH ITEMS.  ALL OTHER PRODUCTS MUST BE
SUBMITTED TO THE ARCHITECT FOR APPROVAL.

15.  AT ALL TIMES THE CONTRACTOR WILL BE RESPONSIBLE TO MAINTAIN AND PROTECT
ALL EXISTING SYSTEMS FROM THE AFFECTS OF ADVERSE WEATHER (RAIN, SNOW,
COLD, ETC.) WITHIN AREAS OF WORK UNDER THIS CONTRACT AT NO ADDITIONAL
COST TO THE OWNER.

16.  ALL WORK SHALL BE INSTALLED SO THAT ALL PARTS REQ'D ARE READILY
ACCESSIBLE FOR INSPECTION, OPERATION, MAINTENANCE AND REPAIR.
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WORK TO INCLUDE FULL ROOF REPLACEMENT INCLUDING ASSOCIATED
FLASHING, LOCALIZED ROOF SLAB REPAIRS, MASONRY REBUILDING AT INNER
WYTHE OF PARAPET, REINSTALLATION OF EXISTING COPING STONES, AND
LOCALIZED MASONRY RESTORATION AND REPAIR.
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NOTE:  ALL REFERENCES IN THE DRAWINGS TO THE WORDS LISTED BELOW SHALL BE
UNDERSTOOD TO MEAN THE FOLLOWING:

1. REPLACE:
REMOVE THE EXISTING MATERIAL, PREPARE THE SURFACES TO RECEIVE THE
REPLACEMENT MATERIAL, AND INSTALL THE REPLACEMENT MATERIAL.

2. REPAIR:
REMOVE ANY DAMAGED OR LOOSE EXISTING MATERIAL, PREPARE SURFACES AND
PATCH TO MATCH EXISTING MATERIALS.

3. REMOVE:
REMOVE AND LEGALLY DISPOSE OF ITEMS EXCEPT THOSE INDICATED TO BE
REINSTALLED, SALVAGED, OR TO REMAIN THE OWNER'S PROPERTY AS INDICATED IN
THE SPECIFICATION.

4. REMOVE & SALVAGE:
ITEMS INDICATED TO BE REMOVED AND SALVAGED REMAIN THE OWNER'S PROPERTY.
REMOVE, CATALOGUE, CLEAN, AND PACK OR CRATE ITEMS TO PROTECT AGAINST
DAMAGE. IDENTIFY CONTENTS OF CONTAINERS AND DELIVER TO OWNER'S DESIGNATED
STORAGE AREA.

5. REMOVE & REINSTALL:
REMOVE ITEMS INDICATED; CLEAN, SERVICE, AND OTHERWISE PREPARE THEM FOR
REUSE; STORE AND PROTECT AGAINST DAMAGE, REINSTALL ALL ITEMS IN THE SAME
LOCATION OR IN LOCATIONS INDICATED.

6. EXISTING TO REMAIN:
PROTECT CONSTRUCTION INDICATED TO REMAIN AGAINST DAMAGE AND SOILING
DURING SELECTIVE DEMOLITION, WHEN PERMITTED BY THE ARCHITECT.  ITEMS  MAY BE
REMOVED TO A SUITABLE, PROTECTED STORAGE LOCATION DURING SELECTIVE
DEMOLITION AND THEN CLEANED AND REINSTALLED IN THEIR ORIGINAL LOCATIONS.

OCCUPANT PROTECTION PLAN

1. GENERAL:  ALL WORK TO BE DONE IN ACCORDANCE WITH REGULATIONS OF ALL
AGENCIES HAVING JURISDICTION.

2. STRUCTURAL:  CONTRACTOR IS TO PROVIDE ADEQUATE TEMPORARY BRACING AND
SHORING WHEREVER ANY STRUCTURAL WORK IS INVOLVED.

3. MEANS OF EGRESS:  ALL EXISTING MEANS OF EGRESS FOR OCCUPANTS OF THE
BUILDING TO BE MAINTAINED CLEAR AND FREE OF ALL OBSTRUCTIONS, SUCH AS
BUILDING MATERIALS, TOOLS, ETC.

4. FIRE SAFETY:  ALL BUILDING MATERIALS STORED AT CONSTRUCTION AREA, AND/OR IN
ANY AREA OF THE BUILDING ARE TO BE SECURED IN A LOCKED AREA. ACCESS TO SUCH
AREAS TO BE CONTROLLED BY OWNER AND/OR GENERAL CONTRACTOR.

5. DUST CONTROL:  DEBRIS, DIRT AND DUST ARE TO BE KEPT TO A MINIMUM, AND SHALL
BE CONFINED TO THE IMMEDIATE CONSTRUCTION AREA AND BE CLEANED UP AND
CLEARED FROM BUILDING PERIODICALLY TO AVOID ANY EXCESSIVE ACCUMULATION.

6. NOISE AFTER HOURS:  CONSTRUCTION OPERATIONS WILL BE CONFINED TO WORKING
HOURS AS DESCRIBED IN THE SPECIFICATIONS.

DEFINITIONS

RESTORATION

1. CONTRACTOR IS RESPONSIBLE TO DOCUMENT AND PHOTOGRAPH ALL EXISTING
CONDITIONS WITHIN THE SCOPE OF WORK AREA PRIOR TO ANY DISASSEMBLY AND
CUTTING OF MASONRY ELEMENTS.

2. THE CONTRACTOR SHALL PROTECT ALL EXISTING SURFACES FOR THE DURATION OF
THE CONTRACT AND SHALL REPAIR ANY DAMAGE TO SURFACES RESULTING FROM
WORK AT NO EXTRA COST OR CONTRACT TIME. ALL DAMAGE RESULTING FROM THE
REMOVALS SHALL BE DOCUMENTED BY CONTRACTOR ON DRAWINGS. SUCH ITEMS
SHALL BE REPAIRED OR REPLACED TO THE SATISFACTION OF THE ARCHITECT AND
OWNER.

3. THESE DOCUMENTS DO NOT INDICATE CUTTING, PATCHING, AND PROTECTION OF
INTERIOR SPACES OR FEATURES, WHICH IS THE RESPONSIBILITY OF THE CONTRACTOR.

4. THE PROPERTY HAS BEEN DETERMINED TO POSSESS HISTORIC AND ARCHITECTURAL
SIGNIFICANCE. THE CONTRACTOR SHALL RECOGNIZE THAT ALL ASPECTS OF THE
PROPERTY MAY POTENTIALLY CONTRIBUTE TO THE SIGNIFICANCE AND THE
CONTRACTOR SHALL NOT JUDGE THE RELATIVE SIGNIFICANCE OF ANY FEATURES NOR
THE IMPACT OF ANY OR ALL PROPOSED WORK, THAT RESPONSIBILITY SHALL REST
SOLELY WITH THE ARCHITECT. CONSEQUENTLY, NO DEVIATIONS FROM THE CONTRACT
DOCUMENTS SHALL BE PERFORMED AND NO FEATURES SHALL BE ALTERED, REMOVED,
REUSED OR TAKEN FROM THE PREMISES WITHOUT THE WRITTEN APPROVAL OF THE
ARCHITECT AS BEING CONSISTENT WITH THE REQUIREMENTS OF THE CONTRACT
DOCUMENTS. ALL WORK SHALL COMPLY WITH THE SECRETARY OF THE INTERIOR
STANDARD FOR THE TREATMENT OF HISTORIC PROPERTIES.

1. GENERAL:  CONTRACTOR SHALL OBTAIN PERMITS AND SHALL PREPARE
AND FILE ALL NECESSARY FORMS AND BE RESPONSIBLE FOR ALL
REQUIRED APPROVALS BY BUILDING DEPARTMENT AND ALL OTHER
AGENCIES HAVING JURISDICTION.

2. ALL MATERIALS, ASSEMBLIES, FORMS, AND METHODS OF CONSTRUCTION
SHALL COMPLY WITH THE REQUIREMENTS OF THE 2020 BUILDING CODE
OF NEW YORK STATE & 2020 NEW YORK STRETCH ENERGY CODE.

3. SIDEWALK SHED TO BE PERMITTED BY CONTRACTOR.

OWNERSHIP AND USE OF DOCUMENTS:

DRAWINGS AND SPECIFICATIONS AS INSTRUMENTS OF PROFESSIONAL SERVICE ARE
AND SHALL REMAIN THE PROPERTY OF THE ARCHITECT.  THESE DOCUMENTS ARE
NOT TO BE USED IN WHOLE OR IN PART, FOR ANY OTHER PROJECTS OR PURPOSES, OR
BY ANY OTHER PARTIES, THAN THOSE PROPERLY AUTHORIZED BY CONTRACT.
WITHOUT THE SPECIFIC WRITTEN AUTHORIZATION OF EASTON ARCHITECTS, LLP.
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ALLOWANCES
DIVISION 01 - GENERAL WORK

AN ASBESTOS INSPECTION AND TESTING WERE PERFORMED ON THE PROPERTY BY ADVANCED
ENVIRONMENTAL CORP. AND ASBESTOS-CONTAINING MATERIALS WERE IDENTIFIED IN THE ROOF
MEMBRANE AND FLASHING AS INDICATED IN THE REPORT DATED MARCH 17, 2022, WHICH IS
AVAILABLE TO THE CONTRACTOR(S) TO REVIEW. THE CONTRACTOR IS RESPONSIBLE FOR
COORDINATING THE REMOVAL OF ALL ASBESTOS-CONTAINING MATERIALS AND FOR SECURING ALL
NECESSARY PERMITS AND WAIVERS TO COMPLETE THE WORK AS SCHEDULED. ALL WORK SHALL BE
PERFORMED IN ACCORDANCE WITH ALL THE RULES AND REGULATIONS GOVERNING THE REMOVAL OF
ASBESTOS-CONTAINING MATERIALS AS DIRECTED BY THE EPA, OSHA, AND NYS LAWS. ALL ASBESTOS
ABATEMENT WORK IS TO BE PERFORMED BY A LICENSED, QUALIFIED ABATEMENT CONTRACTOR.

GIVEN THE AGE OF THE PROPERTY ON WHICH WORK IS TO BE PERFORMED, ALL PAINT FINISHES ARE
ASSUMED TO CONTAIN DETECTABLE AMOUNTS OF LEAD. ALL LEAD-BASED PAINT SHALL BE REMOVED
IN ACCORDANCE WITH THE RULES AND REGULATIONS GOVERNING THE REMOVAL AND CONTAINMENT
OF LEAD-BASED PAINT AS DIRECTED BY THE EPA, OSHA, AND NYS LAWS. ALL LEAD-BASED PAINT
REMOVAL WORK IS TO BE PERFORMED BY A LICENSED, QUALIFIED CONTRACTOR.

DIVISION 02 - SELECTIVE DEMOLITION

REMOVE AND DISPOSE OF EXISTING ROOFING ASSEMBLY AT MAIN ROOF, INCLUDING THE BALLAST,
RIGID INSULATION, FABRIC MESH, MEMBRANES AND FLASHINGS DOWN TO EXISTING SUBSTRATE
(ALLOWANCE = 5,280 SF).

REMOVE AND DISPOSE OF EXISTING ROOFING ASSEMBLY AT PORTICO ROOF, INCLUDING MEMBRANE,
FLASHING, AND PLYWOOD SUBSTRATE (ALLOWANCE = 612 SF). EXISTING TONGUE-AND-GROOVE
DECKING TO BE REMOVED AND SALVAGED FOR REINSTALLATION.

REMOVE AND DISPOSE OF TWO (2) EXISTING ROOF DRAIN BODIES AND COVERS (DRAINS TO REMAIN IN
EXISTING LOCATIONS).

REMOVE AND DISPOSE OF EXISTING STUCCO COATING SYSTEM AT INBOARD FACE OF ALL PARAPET
WALLS (ALLOWANCE = 1630 SF).

NOT USED

NOT USED

NOT USED

REMOVE AND DISPOSE OF EXISTING ROOF HATCH AND ACCESS LADDER.

NOT USED

DIVISION 03 - CONCRETE

SCARIFY EXISTING CONCRETE ROOF SLAB. (ALLOWANCE FOR 2” DEPTH = 5,280 SF . SKIM COAT SURFACE
(100%). BUILD UP SKIM COAT AS NECESSARY TO PROVIDE POSITIVE PITCH TO ROOF DRAINS. REFER TO
SPECIFICATION SECTIONS 03550 AND 03355.

REPAIR STRUCTURAL SLAB AT LOCATIONS INDICATED IN PLAN. IN PRIOR PROBE LOCATIONS, CUT
OPENINGS TO ACHIEVE STRAIGHT AND ORTHOGONAL EDGES, ANCHOR FORMWORK TO SLAB, DOWEL
IN REINFORCING AT ALL SIDES OF CUT OPENING, AND POUR NEW CONCRETE TO MATCH EXISTING IN
DEPTH. REFER TO SPECIFICATION SECTION 03300.

DIVISION 04 - MASONRY

REBUILD INTERIOR WYTHE OF PARAPET MASONRY: DISASSEMBLE DAMAGED AND DETERIORATED
BRICK MASONRY UNITS AT INTERIOR WYTHE OF PARAPET AFTER STUCCO REMOVAL IS COMPLETE.
REBUILD INTERIOR WYTHE WITH NEW BRICK MASONRY UNITS TO MATCH EXISTING IN COLOR, PROFILE,
DIMENSION, AND BOND PATTERN (ALLOWANCE = 100%). REFER TO SPECIFICATION SECTION 04520.

NOT USED

NOT USED

REMOVE AND REINSTALL EXISTING CAST STONE COPING UNITS AT EXISTING PARAPETS AND INSTALL
NEW SAW-TOOTH COPPER FLASHING PRIOR TO REINSTALLATION.  REFER TO SPECIFICATION SECTION
04435.

NOT USED

NOT USED

NOT USED

AFTER REMOVAL OF INNER WYTHE OF BRICK AT THE EXISTING PARAPETS (M1), PREPARE, PRIME AND
PAINT STEEL DUNNAGE.  INSTALL KEMPER COLD-FLUID APPLIED FLASHING AND INFILL TO CLOSE. REFER
TO SPECIFICATION SECTIONS 04520 AND 07560.

DIVISION 05 - METALS

NOT USED

NOT USED

PREPARE, PRIME AND PAINT EXISTING STEEL DUNNAGE IN ITS ENTIRETY.  REFER TO SPECIFICATION
SECTION 09900.

PROVIDE AND INSTALL PIPE CURB ASSEMBLIES AND CAPS FOR FUTURE USE.  REFER TO SPECIFICATION
SECTION 07620.

DIVISION 06 - WOOD

NOT USED

DIVISION 07 - THERMAL PROTECTION & WATERPROOFING

PROVIDE AND INSTALL NEW KEMPER COLD-FLUID APPLIED ROOFING MEMBRANE SYSTEM AND
FLASHING AT MAIN AND PORTICO ROOFS (ALLOWANCE = 5,892 SF). PROVIDE RUBBER MAINTENANCE
PADS AT MAIN ROOF. REFER TO SPECIFICATION SECTION 07560.

PROVIDE AND INSTALL (2) NEW CAST IRON COMBINATION ROOF DRAINS AND OVERFLOWS WITH
COVERS, INCLUDING DOMES, ELBOWS, AND CONNECTIONS AS INDICATED ON THE DRAWINGS. REFER
TO SPECIFICATION SECTION 07560.

PROVIDE AND INSTALL (2) NEW THROUGH-WALL COPPER SLEEVES AT EXISTING SCUPPERS. FLASH
SCUPPERS FULLY WITH KEMPER COLD-FLUID APPLIED FLASHING. REFER TO SPECIFICATION SECTIONS
07560 AND 07620.

PROVIDE AND INSTALL NEW TWO-PIECE COPPER COUNTER-FLASHING AT PARAPET WALLS WITH NEWLY
CUT REGLET AT SECOND MASONRY WYTHE TO BE SECURED AT JOINT ABOVE HISTORIC THROUGH-WALL
COPPER FLASHING WITH LEAD WEDGES. REFER TO SPECIFICATION SECTION 07620.

PROVIDE NEW ROOF HATCH WITH NEW CURB AND INTEGRAL FLASHING.  PROVIDE AND INSTALL NEW
OSHA COMPLIANT ACCESS LADDER. PREPARE, PRIME, AND PAINT NEW LADDER. REFER TO
SPECIFICATION SECTIONS 07620, 07720 AND 09900.

NOT USED

OWNERSHIP AND USE OF DOCUMENTS:

DRAWINGS AND SPECIFICATIONS AS INSTRUMENTS OF PROFESSIONAL SERVICE ARE
AND SHALL REMAIN THE PROPERTY OF THE ARCHITECT.  THESE DOCUMENTS ARE
NOT TO BE USED IN WHOLE OR IN PART, FOR ANY OTHER PROJECTS OR PURPOSES, OR
BY ANY OTHER PARTIES, THAN THOSE PROPERLY AUTHORIZED BY CONTRACT.
WITHOUT THE SPECIFIC WRITTEN AUTHORIZATION OF EASTON ARCHITECTS, LLP.

No. DateREVISIONS / SUBMISSIONS

SEAL & SIGNATURE

DWG No:

PROJECT

ARCHITECTSEASTON
20 WEST 44TH STREET, SUITE 604
NEW YORK, NY  10036
212-779-9570 TEL

PHASE 3: ROOF REPLACEMENT
AND REPAIRS

HASTINGS-ON-HUDSON
VILLAGE HALL

7 MAPLE AVE, HASTINGS ON HUDSON, NY 10706

2118

10/31/22

DRAWING BY:

PROJECT No:

CHK BY:

DATE:

OF 12

09/07/22ISSUE FOR OWNER REVIEW

10/31/22ISSUE FOR BID

ALLOWANCE 1  : PROVIDE AND INSTALL 10% REPLACEMENT OF THE EXISTING WOOD
TONGUE-AND-GROOVE DECKING AT THE PORTICO ROOF (12 LF). NEW WOOD SHALL MATCH EXISTING
DIMENSIONS, SPECIES, AND PROFILES

ALLOWANZE 2 : PROVIDE FOR 10% REPLACEMENT OF EXISTING CAST STONE COPING STONES
(ALLOWANCE = 12 UNITS). NEW STONE UNITS TO MATCH EXISTING IN COLOR, PROFILE, AND
DIMENSION.
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EXISTING CONCRETE DECK AND CINDER FILL(V.I.F.)

SEAL FLANGE TO SCUPPER AT TOP
AND SIDES OF SCUPPER (TYP.)

INSTALL NEW STRIP IN PLIES
UNDER OVER SCUPPER FLANGE AT
PERIMETER OF SCUPPER (TYP.)

FASTEN SCUPPER TO MASONRY
WALL WITH NEW NON-CORROSIVE
METAL FASTENERS. SEPARATE
DISSIMILAR METALS. (TYP.)

NEW RESIN BASED FLASHING. LINE
ENTIRE SCUPPER INTERIOR AND
TIE INTO ROOF ASSEMBLY PER
MAN. RECOMMENDATIONS (TYP.)

NOTE: REPLACE DETERIORATED
WOOD DECK TO MATCH EXISITNG
PER ALLOWANCE. NOTIFY
ARCHITECT OF ANY
DETERIORATION.

NEW MASONRY TO MATCH EXISTING.
DUPLICATE BOND PATTERN. (TYP)

NEW FABRIC COATED METAL
FLASHING SET IN MASTIC.  INSTALL
ADDITIONAL PLY OF FABRIC COATED
METAL SET IN MASTIC AT ALL
PENETRATIONS.

NEW WALL TIE WITH CONTINUOUS
PENCIL ROD.  INSTALL AT MIN. RATE OF 1
PER 2 SQ. FEET.

NOTE:
NEW SEISMIC TIES MIN. 1 PER 2
SQ.FT. OF FACE BRICK AT ALL FACE
BRICK REBUILDING AREAS. (TYP)

NOTE: SEPARATE ALL DISIMILAR
METALS

NOTE: ALL FASTENERS SHALL BE
NON-CORROSIVE METAL

NOTE: VERIFY SCUPPER OPENING
SIZE WITH ARCHITECT PRIOR TO
FABRICATION & INSTALLATION.
MINIMUM OPENING SHALL BE 4" HIGH
BY 8" WIDE. REMOVE MASONRY AS
REQUIRED TO OBTAIN
CONFIGURATION SHOWN.

NEW METAL SAWTOOTH FLASHING
SET IN FULL MORTAR BED. PROVIDE
MIN. 6" OVERLAP OR PER MAN.
REQUIREMENTS.

EXISTING STONE COPING. REMOVE
AND RESET WITH NON-CORROSIVE
ANCHORAGE COMPONENTS.
PROVIDE & INSTALL NEW  STONES
AS PER ALLOWANCE.

RESIN-BASED FLASHING AT DOWEL
PENITRATION.   FLASH ENTIRE
PERIMETER TO CREATE A
WATERPROOF CONDITION.

NEW 1/2" DIA., THREADED,
NON-CORROSIVE METAL DOWEL
SET IN MORTAR AT ALL CROSS
JOINTS.  DOWELS SHALL HAVE MIN.
EMBEDMENT OF 3" IN EACH COPING.

NEW TWO PIECE STEPPED METAL
COUNTER FLASHING. PROVIDE MIN. 1"
FINISH LOCK & SOLDER JOINT. LOCK AND
SOLDER ALL JOINTS TO WATERTIGHT
CONDITION EXCEPT 3" LOOSE LOCK
EXPANSION /CONTRACTION JOINTS 8'-0"
FROM ANY CORNER AND 25'-0" O.C. ON
STRAIGHT RUNS. SET
EXPANSION/CONTRACTION JOINTS IN
NON-SKINNING SEALANT. (TYP.)

EXISTING WOOD JOIST TO REMAIN.

EXISTING WOOD PORTICO CEILING
STRUCTURE TO REMAIN.

EXISTING STEEL BEAMS TO REMAIN.

EXISTING PLASTER & LATH CEILING
TO REMAIN.

EXISTING TONGUE-AND-GROOVE
DECKING TO REMAIN.  REPLACE
PER ALLOWANCE

NEW 12" COVER BOARD WITH PRIMED
WITH KEMPERTEC PRIMER

NEW CANT STRIP BELOW ROOF
SCUPPERS, TYP. OF 2 LOCATIONS.

NEW 12" COVER BOARD WITH PRIMED
WITH KEMPERTEC PRIMER.

NEW VAPOR BARRIER.

NEW  R30 INSULATION.

NEW KEMPER ROOF MEMBRANE.
NEW KEMPER ROOF MEMBRANE

NEW COPPER SCUPPER, TYP. OF 2.

NOTE:
G.C. SHALL LOCATE SCUPPERS TO
ACHIEVE A POSITIVE PITCH FROM
PORTICO ROOF TO MAIN ROOF VIA
SCUPPERS.

FLASHING BEYOND

NOTE: ALL FASTENERS SHALL
BE NON-CORROSIVE METAL

EXISTING WOOD CORNICE, N.I.C.

EXISTING WOOD
JOIST TO REMAIN.

EXISTING TONGUE-
AND-GROOVE
DECKING TO
REMAIN.  REPLACE
PER ALLOWANCE

NEW 12" COVER
BOARD WITH
PRIMED WITH
KEMPERTEC
PRIMER

NEW KEMPER ROOF MEMBRANE

NEW CANT STRIP

NEW COPPER CORNICE CAPPING
WITH DRIP EDGE.  TIE INTO NEW
COPPER REGLET CAP FLASHING.
REFER TO SPECIFICTATION
SECTION 07620.

NEW VAPOR
BARRIER.

ROOF WATERPROOFING
DETAILS
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EXISTING CONCRETE DECK
AND CINDER FILL (V.I.F.)

3/4"MIN.

NOTE:
NEW SEISMIC TIES MIN. 1 PER 2
SQ.FT. OF FACE BRICK AT ALL FACE
BRICK REBUILDING AREAS. (TYP)

NOTE: SEPARATE ALL DISIMILAR
METALS

NOTE: ALL FASTENERS SHALL BE
NON-CORROSIVE METAL

NEW METAL SAWTOOTH FLASHING
SET IN FULL MORTAR BED. PROVIDE
MIN. 6" OVERLAP OR PER MAN.
REQUIREMENTS.

EXISTING STONE COPING. REMOVE
AND RESET WITH NON-CORROSIVE
ANCHORAGE COMPONENTS.
PROVIDE & INSTALL NEW  STONES
AS PER ALLOWANCE.

RESIN-BASED FLASHING AT DOWEL
PENITRATION.   FLASH ENTIRE
PERIMETER TO CREATE A
WATERPROOF CONDITION.

NEW 1/2" DIA., THREADED,
NON-CORROSIVE METAL DOWEL
SET IN MORTAR AT ALL CROSS
JOINTS.  DOWELS SHALL HAVE MIN.
EMBEDMENT OF 3" IN EACH COPING.

EXISTING BACK-UP WALL TO
REMAIN.

EXISTING STEEL BEAMS TO REMAIN.

NEW  MOLDED WEEP VENTS MAX. 24" OC.
KEEP WEEP VENTS CLEAR OF MORTAR.
(TYP)

NEW MASONRY TO MATCH EXISTING.
DUPLICATE BOND PATTERN. (TYP)

EXISTING METAL STRAP ANCHOR
TO REMAIN.

NEW FABRIC COATED METAL
FLASHING SET IN MASTIC.  INSTALL
ADDITIONAL PLY OF FABRIC COATED
METAL SET IN MASTIC AT ALL
PENETRATIONS.

NEW TWO PIECE STEPPED METAL
COUNTER FLASHING. PROVIDE MIN. 1"
FINISH LOCK & SOLDER JOINT. LOCK AND
SOLDER ALL JOINTS TO WATERTIGHT
CONDITION EXCEPT 3" LOOSE LOCK
EXPANSION /CONTRACTION JOINTS 8'-0"
FROM ANY CORNER AND 25'-0" O.C. ON
STRAIGHT RUNS. SET
EXPANSION/CONTRACTION JOINTS IN
NON-SKINNING SEALANT. (TYP.)

NEW WALL TIE WITH CONTINUOUS
PENCIL ROD.  INSTALL AT MIN. RATE OF 1
PER 2 SQ. FEET.

EXISTING PLASTER & LATH CEILING
TO REMAIN.

EXISTING WOOD CORNICE, N.I.C.

NOTE:
DETAIL SHOWN FOR MASONRY &
ROOF INSTALLATION WORK AT THE
INBOARD SIDE ONLY.  CORNICE
REPAIR WORK & RELATED METAL
FLASHING INSTALLATION AT
OUTBOARD SIDE OF PARAPET IS
N.I.C.

EXISTING COPPER CORNICE
CAPPING & COPPER REGLET CAP
FLASHING, N.I.C.

NEW 12" COVER BOARD WITH PRIMED
WITH KEMPERTEC PRIMER.

NEW VAPOR BARRIER.

NEW INSULATION, PER 2020 NY
STRETCH ENERGY CODE.

NEW KEMPER ROOF MEMBRANE.

V.I.F.

4"

NEW POURED CONCRETE
ROOF REPAIR AT PROBE.
SEE SPEC. SECTION 03335

3
4" X 3" BAR, TYP (DROP IN
FRAME AT TOP)

EXISTING CONCRETE
AND CINDER SLAB
TO REMAIN

1
4" STEEL SCREW FROM
BAR TO BEAM

NEW 3/4" PLYWOOD
FORM WORK

NOTE: NEW ROOF SYSTEM
NOT SHOWN FOR CLARITY

V.I.F.

EXISTING STEEL BEAMS
APPROX. 30" O.C. TO
REMAIN.  G.C. TO
CONFIRM SPACING. STRUCTURAL DETAIL NOTE:

1- DESIGN INTENT IS TO SHOP WELD ALL NEW
STEEL, SECURE FORMWORK & THEN DROP IN AS
AN ASSEMBLY.
2- IF REQUIRED, PROVIDE INTUMESCENT PAINT AT
STEEL.
3- DO NOT CUT EXISTING WIRE MESH.

NEW L3"X3"X1
4" AT EACH

SIDE OF OPENING

4"

NEW #2 REBARS, 3 AT EACH
SIDE (LAPPED). 4" MIN.
EMBEDMENT INTO EXISTING
CONCRETE.  PREDRILL &
SET IN EPOXY.

3
8" STRAP HANGER

3
4" X 3" BAR, TYP (DROP IN
FRAME AT TOP).  EXTEND
PROBE AT TOPPING ONLY
TO FIT BAR.

1
4" STEEL SCREW FROM
BAR TO BEAM

NEW L3"X3"X1
4" AT EACH

SIDE OF OPENING

NEW #2 REBARS, 3 AT EACH
SIDE (LAPPED). 4" MIN.
EMBEDMENT INTO EXISTING
CONCRETE.  PREDRILL &
SET IN EPOXY.

NEW CONCRETE SLAB
REPAIR. SEE SPEC.
SECTION 03335

EXISTING STEEL BEAMS
APPROX. 30" O.C. TO
REMAIN.  G.C. TO
CONFIRM SPACING.

NEW POURED CONCRETE
ROOF REPAIR AT PROBE.
SEE SPEC. SECTION 03335

EXISTING CONCRETE
AND CINDER SLAB
TO REMAIN

3
8" STRAP HANGER

ROOF WATERPROOFING
DETAILS
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SECTION

PLAN

WIDTH TO MATCH EXISTING

LE
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G

1'
-0

"

GASKET (ALL AROUND COVER

SLAM LATCH

COVER LINER

ARM GUIDE BRACKET

RED VINYL GRIP

HOLD OPEN ARM

LOCK STRIKE & PADLOCK HASP

FRAME W/ CAP FLASHING
(CORNERS FULL WELDED)

COVER

INSIDE & OUTSIDE
HANDLES W/
PADLOCK HASPS

NEOPRENE GASKET

1" THICK FIBERGLASS
COVER INSULATION

1" RIGID FIBERBOARD
INSULATION

SPRING LIFTING MECHANISM

PINTLE HINGE

BILCLIP FLASHING
SYSTEM

4" 2"

21
4"

NEW STRIP IN PLY.

NEW BASE FLASHING

NEW NON-CORROSIVE
METAL FASTENERS PER
MANUFACTURE'S
RECOMMENDATIONS,
12" O.C. MIN.

NEW RIGID INSULATION
& COVER BOARD,
PITCH TO DRAIN

NEW TREATED WOOD
BLOCKING AS REQUIRED TO
PROVIDE MIN. 8" BASE
FLASHING HEIGHT (TYP.)

NEW NON-CORROSIVE THREADED
ANCHOR INSTALLED IN NEW DRILL
HOLE AND SET IN ADHESIVE

NEW TWO PLY. VAPOR
BARRIER

NEW NON-CORROSIVE METAL
ANCHORS PROVIDED MIN. 2 PER
SIDE, COUNTER-SINK BELOW TOP
FACE OF CURB. (TYP.)

EXISTING CONCRETE SLAB

ELEVATION

8"
 M

IN
.

2"
 M

IN
.4" MIN.

2" MIN.

70
°

1'
-0

"

2'-3"

9'
-6

"
(V

.I.
F)

NEW ROOF HATCH.
SEE A1/A-403

EXISTING CEILING
TO REMAIN.

GENERAL CONTRACTOR TO
REPAIR EXISTING FINISH

AT LOCATION OF PREVIOUS
LADDER REMOVAL.

NEW FACTORY PAINTED
METAL LADDER. GENERAL
CONTRACTOR TO PROVIDE

SHOP DRAWINGS.

EXISTING PLASTER
DAMAGE WITHIN ROOM TO

BE ADDRESSED IN
SEPARATE CONTRACT.

ROOF WATERPROOFING
DETAILS
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MIN.

ANGLED RESIN FILL AT
ALL MEMBRANE
TERMINATION POINTS
(TYP.)
KEMPEROL MEMBRANE
SKIRT WRAPPED WITH 2"
MIN. OVERLAP
KEMPEROL MEMBRANE
COLLAR CUT INSIDE
DIAMETER 1/2" SMALLER
THAN POCKET CURB
KEMPEROL FIELD
MEMBRANE CUT TIGHT TO
PENETRATION
RADIAL CUT TO SKIRT AS
REQUIRED

M
IN

.

INFORMATION BELOW
ROOF MEMBRANE NOT
SHOWN FOR CLARITY.

NEW METAL ROOF
CURB

SHEET METAL CAP,
SECURED TO CURB

NOTE:  REFER TO MANUFACTURER
SPECIFICATION IN SECTION 07620

ELEVATION

PLAN SECTION

INFORMATION BELOW
ROOF MEMBRANE NOT
SHOWN FOR CLARITY.

PROVIDE AND INSTALL NEW CAST
IRON DRAIN W/ DOME. REFER TO
PLUMBING DWGS.

NEW  R30 INSULATION.

KEMPEROL RESIN/SAND FILL AS
REQUIRED TO DEVELOP SMOOTH
TRANSITION

KEMPEROL FIELD MEMBRANE
EXTENDED 6" MIN. OVER KEMPEROL
DRAIN FLASHING.
ANGLED RESIN FILL @ ALL
MEMBRANE TERMINATION
POINTS (TYP.)

NOTE: PATCH ALL
PLASTER CLGS. IN
AREA BELOW
DRAIN.  PAINT
CEILING OF
ENTIRE SPACE TO
MATCH EXIST.

NOTE: DRAIN &
STRAINER SHALL
COMPLY W/ REQ'S
OF NYC BLDG.
CODE SECTION
RS-16 P110.9

1
2" CEMENT BOARD COVER BOARD,
PRIMED WITH KEMPERTEC
PRIMER

PREPARE, LEVEL & PATCH SUBSTRATE AS
REQUIRED W/APPROVED LEVELING
COMPOUND PRIOR TO APPLICATION OF
KEMPERTEC PRIMER & KEMPEROL
MEMBRANE (TYP)

REPAIR EXIST. CONCRETE FILL.SCREED (50%
OF TOTAL ROOF REPLACEMENT AREA) PRIOR
TO APPLICAITON OF KEMPEROL PRIMER AND
MEMBRANE TYP. ADD NEW CONC. FILL/SCRED
TO ENSURE A MIN. SLOPE OF 18" PER LF
TOWARD DRAIN

FLASHING CLAMP
CONTRACTOR TO PROVIDE CUT AND FILL W/ CONCRETE AS
REQ'D TO INSTALL DRAIN MORTAR SHALL BE CR701 STO
TROWEL - GRADE MORTAR
PREPARE & PRIME DRAIN BOWL AS REQ'D. FOR KEMPEROL
MEMBRANE APPLICATION

ANGLED RESIN FILL AT ALL
MEMBRANE TERMINATION
POINTS (TYP.)
KEMPEROL MEMBRANE
SKIRT WRAPPED WITH 2"
MIN. OVERLAP

APPLY KEMPER
PRIMER AND EXTEND

1/2" MIN. BEYOND LINE
OF RESIN FLASHING

KEMPEROL MEMBRANE
COLLAR CUT INSIDE
DIAMETER 1/2" SMALLER
THAN PIPE/VENT
KEMPEROL FIELD
MEMBRANE CUT TIGHT TO
PENETRATION
RADIAL CUT TO SKIRT AS
REQUIRED

INFORMATION BELOW
ROOF MEMBRANE NOT
SHOWN FOR CLARITY.

ACCEPTABLE RIGID INSULATION
ADHERED TO VAPOR BARRIER

KEMPEROL MEMBRANE

ACCEPTABLE COVER BOARD 
ADHERED TO INSULATION

FULLY ADHERED VAPOR BARRIER
SHEET SET IN TYPE III ASPHALT OR
TORCH APPLIED (AS APPROPRIATE)

APPROVED SUBSTRATE
PREPARED AND PRIMED PER
MANUFACTURER
REQUIREMENTS

KEMPERTEC PRIMER APPLIED
TO THE COVER BOARD

NEW 12" COVER BOARD WITH
PRIMED WITH KEMPERTEC PRIMER.

NEW VAPOR BARRIER.

NEW  R30 INSULATION.

NEW KEMPER ROOF MEMBRANE.

EXISTING COPPER
SKYLIGHT TO REMAIN.

EXISTING PERIMETER METAL
SKYLIGHT FLASHING TO REMAIN.

EXISTING CURB WALL TO REMAIN.

ROOF WATERPROOFING
DETAILS
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"L" SHAPED OUTSIDE CORNER HANDCUT
FROM POLYESTER FLEECE-DEFORM INSIDE
EDGE TO PROVIDE 1" MINIMUM UP TURN

KEMPEROL MEMBRANE

MIN.
6"

KEMPEROL FIELD
MEMBRANE

FLASHING

3" MIN.

INSIDE CORNER HANDCUT FROM
POLYESTER FLEECE-DEFORM TO
PROVIDE 1" MINIMUM UP TURN

KEMPEROL FIELD MEMBRANE

MIN.
6"

KEMPEROL MEMBRANE
FLASHING

KEMPEROL RESIN/SAND FILL IN
CHANNEL TO TOP OF MEMBRANE
SKIRT - SLOPE TO DRAIN

KEMPEROL MEMBRANE
COLLAR CUT SNUG FIT
AROUND PENETRATION
TO PROVIDE 1" MIN.
VERTICAL TURN UP.

KEMPEROL FIELD
MEMBRANE CUT TIGHT

6"
(TYP.)

TO PENETRATION

UNI-STRUT CHANNEL

KEMPEROL FLEECE FLAP

KEMPEROL MEMBRANE SKIRT
WRAPPED AROUND METAL
PENETRATION  W/2" MIN.
OVERLAP @ ALL JOINTS

IRREGULAR PENETRATION
POWER TOOL CLEAN METAL
SURFACE TO BE FLASHED
PER SSPC-SP3.

KEMPEROL RESIN

KEMPEROL MEMBRANE SKIRT
WRAPPED AROUND METAL
PENETRATION W/2" MIN. 
OVERLAP @ ALL JOINTS.

1" TYP.

KEMPEROL MEMBRANE
COLLAR CUT SNUG FIT
AROUND PENETRATION
TO PROVIDE 1" MIN.
VERTICAL TURN UP.
KEMPEROL FIELD
MEMBRANE CUT TIGHT

6"
(MIN.)

6"
(TYP.)

TO PENETRATION

IRREGULAR PENETRATION
POWER TOOL CLEAN METAL
SURFACE TO BE FLASHED
PER SSPC-SP3.

KEMPEROL RESIN

KEMPEROL MEMBRANE SKIRT
WRAPPED AROUND METAL
PENETRATION W/2" MIN. 
OVERLAP @ ALL JOINTS.

1" TYP.

KEMPEROL MEMBRANE
COLLAR CUT SNUG FIT
AROUND PENETRATION
TO PROVIDE 1" MIN.
VERTICAL TURN UP.

KEMPEROL FIELD
MEMBRANE CUT TIGHT 

6"
(MIN.)

6"
(TYP.)

TO PENETRATION

BOTTOM OUTSIDE CORNER-SEE TYPICAL
KEMPEROL OUTSIDE CORNER DETAIL.

KEMPEROL MEMBRANE(VARIES)
AS REQUIRED

FLASHING

3" MIN.

TOP OUTSIDE CORNER-SEE TYPICAL
KEMPEROL INSIDE CORNER DETAIL
FOR SIMILAR FABRICATION.

KEMPEROL FIELD
MEMBRANE

ROOF WATERPROOFING
DETAILS
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