
4
A-2

4
A-2

6
A-2

4
A-2

8
A-2

6
A-3

2
A-2

2
A-2

2
A-2

2
A-2

4
A-3

2
A-3

4
A-4

4
A-3

2A
A-3

2A
A-3

1 2

34

5

6

7

8

9

11

5

10

10

12

13

14

14

5

14

PENTHOUSE ROOF NIC

ADDITION ROOF NIC

Grey shading indicates roof area to be
refurbished per the SOW this page, the
drawing details and specs.

Typ. for 4
exhaust fans

See 2/A-4 . Typ.
for 3 drains

 Typ. for 4
sky lights

See 8/A-3.
Typ. for 2.

A

B

C

D

SCALE: 1/8"   =    1'-0"1 ROOF PLAN

Red cross hatch indicates
staging/storage area for

roofing contractor

Municipal parking
access to library

Red cross hatch indicates
5' wide scaffold over head
protection

ROOF PLAN A-1

Drawing Notes: (All existing UON).

1.) 2'X2'X2" masonry walk way pads to be reset at existing location/arrangement after
roof work is complete.
2.) Active Data cables attached to pads. Data cable must remain active the entire
duration of the roofing work. Carefully detach from masonry pads and reattach when
masonry walk way pads are reset per #1.
3.) Skylight to be replaced. Typ. for 4. See new Skylight Schedule on sheet A-4.
4.) Exhaust fan. Typ. for 4.
5.) Roof drain. Typ. for 3.
6.) A/C equipment lines/supports loose laid on roof.
7.) A/C equipment/supports loose laid on roof.
8.) A/C unit on two dunnage supports.
9.) A/C equipment piping on dunnage supports. See #9, Sheet A-4 for details. Typ. for 4.
10.) Plumbing vent. Typ for 2.
11.) Roof access door pair.
12.) Existing wall mounted air louver at lower portion of wall.
13.) Existing metal post pipe support bearing on masonry pad - shorten as required to
new roof level.

Description of Work & Sequence:

The work included refers to the main flat roof only (penthouse not included).  The addition and the low roofs are
not included.

Area: approximately 7,720 sq. ft.

 1. Move existing crushed stone ballast and save for re-use; take care not to pile gravel in one area to   
 avoid overloading roof structure.

 2. Remove existing 3” Styrofoam, and save for re-use.
 3. Remove existing base-flashings.  Existing flashings have been tested and found negative for  asbestos.
 4. Existing roof membrane shall remain.  Clean and prime per attached specifications.
 5. Install torch-applied membrane consisting of Siplast Paradiene 20 TG followed by Teranap 1M  Sand.
 6. Install base-flashings consisting of Veral torch-applied.
 7. Install Parapro flashings at penetrations and at louver.
 8. Install 16-oz lead-coated copper edging and tie-in to new roof membrane.
 9. Install Paradrain drainage mat.
 10. Re-install salvaged 3” Styrofoam.  Provide and install new as needed.
 11. Overlay Styrofoam with filter fabric and re-distribute ballast.
 12. Install concrete pavers at the perimeter and at walkways to match existing.
 13. Provide and install four new skylights to match existing.
 14. Re-use counter-flashing at penthouse wall.
 15. Install flashings at existing curbs for cooling tower; include skirt metal under existing caps to  lap over   

the new base flashings.
 16. Replace all three roof drains with new cast-iron drains to match existing.

LIBRARY SITE PLAN2
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61/
2"

New  20 oz.
lead-coated

copper gravel stop

Existing to
remain

PARADIENE 20 TG
(fully adhere to vertical and
horizontal surfaces as shown)

PARADIENE 20 TG (fully adhere
 to primed substrate
and underlying Paradiene 20 TG

Teramap 1M (fully adhere)

VERAL, (torch to prepared
surfaces and fasten 9" o.c.)

FILTER FABRIC

PARA DRAIN

PS-209
Elastomeric Sealant

Continuous
hook strip

Existing BUR

PARADIENE 20 TG

Teramap 1M (fully adhere)

Tie-in per
Siplast detail

Typ. proposed
roofing

prepared
as specified.

See Detail #2/A-2
NON -
COMBUSTIBLE CANT

PARADIENE 20 TG
(fully adhere to vertical and

horizontal surfaces as shown)

PARADIENE 20 TG (fully adhere
to primed substrate and

underlying Paradiene 20 TG

Teramap 1M (fully adhere,
prepare granule surfaces)

VERAL, (torch to prepared
surfaces and fasten 9" o.c.)

Existing counter flashing
to be reused

Existing EIFS type wall
covering to remain

WALL (prime masonry
surfaces) Remove
existing flashings

PARADIENE 20 TG
(fully adhere to vertical and

horizontal surfaces as shown)

Teramap 1M (fully adhere)

FASTENER @ 9" o.c.

FILTER FABRIC

PARA DRAIN

PARADIENE 20 TG

Existing BUR

Typ. proposed
roofing

prepared
as specified.

See Detail #2/A-2

PARADIENE 20 TG
(fully adhere to vertical and

horizontal surfaces as shown)

PARADIENE 20 SA
(fully adhere to primed substrate

and underlying Paradiene 20)

Teramap 1M (fully adhere,
prepare granule surfaces)

Parapro to prepared surfaces

PARADIENE 20 TG
(fully adhere to vertical

and horizontal
surfaces as shown)

FILTER FABRIC

PARA DRAIN
Teramap 1M (fully adhere)

Bend up 3.5" existing lead coated copper flashing
then install new and bend down

Typ. proposed
roofing

prepared
as specified.

See Detail #2/A-2

PARADIENE 20 TG
(fully adhere to vertical and

horizontal surfaces as shown)

PARA DRAIN
Teramap 1M (fully adhere)

Typ. proposed
roofing

prepared
as specified.

See Detail #2/A-2

PARADIENE 20 TG
(fully adhere to vertical and horizontal surfaces as shown)

PARADIENE 20 SA
(fully adhere to primed substrate and underlying Paradiene 20)

Teramap 1M (fully adhere, prepare granule surfaces)

VERAL, (torch to prepared surfaces and fasten 9" o.c.)

FILTER FABRIC
2'X2'X2" conc. paver

2 ply bituminous
stripping

20 oz. lead-coated
copper  cont. hook strip

  20 oz. lead-coated
copper gravel stop

Crushed
stone ballast
Fabric scrim

3 1/2"

strofoam

4 ply built-up
roof

  Pressure treated
wood blocking

Fiber cant

Typ. existing
roofing

assembly

2 ply bituminous
flashing

Cap flashing

EIFS siding

Typ. existing
roofing

assembly
See Detail #1/A-2

Aluminum louver

3 1/2"  lead coated
copper cap flashing

Base flashing

Typ. existing
roofing

assembly
See Detail #1/A-2

Lead coated copper
cap flashing

2 ply bituminous flashing

Door

Aluminum
bulkhead saddle

2'X2'X2" conc.
Paver

Typ. existing
roofing

assembly
See Detail #1/A-2

NOT TO SCALE
2 PROPOSED EAVE DETAIL

NOT TO SCALE
4 PROPOSED ROOF TO WALL DETAIL

NOT TO SCALE
6 PROPOSED ROOF TO LOUVER DETAIL

NOT TO SCALE
8 ROOF TO WALL @ ACCESS DOOR PROPOSED

NOT TO SCALE
1 EXISTING EAVE DETAIL NOT TO SCALE

3 EXISTING ROOF TO WALL DETAIL

NOT TO SCALE
5 ROOF TO EXISTING LOUVER DETAIL

NOT TO SCALE
7 ROOF TO WALL @ ACCESS DOOR

EXISTING &
PROPOSED DETAILS A-2
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1"
PARADIENE 20 TG

(fully adhere to vertical and horizontal surfaces as shown)

PARADIENE 20 SA
(fully adhere to primed substrate and underlying Paradiene 20)

Teramap 1M (fully adhere, prepare granule surfaces)
VERAL, (torch to prepared surfaces and fasten 9" o.c.)

PARADIENE 20 TG (fully adhere to vertical
and horizontal surfaces as shown)

FILTER FABRIC

PARA DRAINTeramap 1M (fully adhere)

PARADIENE 20 TG
(fully adhere to vertical and horizontal surfaces as shown)

PARADIENE 20 SA
(fully adhere to primed substrate and underlying Paradiene 20)

PARADIENE 20 TG
(fully adhere to vertical and

horizontal surfaces as shown)

Teramap 1M (fully adhere)

Existing BUR

Existing ballast
reinstalled

Extend 2 ply
bituminous

flashing
onto top

of curb

New skylight.
Typ for 4.See

Schedule on A-4

2- 2X4 ripped to sizeNew
flashing

1X6 white Azeck
all 4 sides of opening

CURB FOR SKYLIGHTS "A" & "B"2A

Extend 2 ply
bituminous

flashing
onto top of curb

1/2" cement board
secure to

existing curb
sides

1X4 white
Azeck
all 4 sides
of opening

2X4 added

New skylight. Typ for 4
See Schedule on A-4

Typ. existing
roofing

prepared
as specified.
See Detail #1

Lead coated copper
cap flashing

2 ply bituminous flashing

PT wood blocking

Sky light

Typ. existing
roofing

assembly
See Detail #1/A-2

2 ply bituminous flashing

Pressure treated
wood blocking

Exhaust fan

Transition flashing

Typ. existing
roofing

assembly
See Detail #1/A-2

PARADIENE 20 TG
(fully adhere to vertical and horizontal surfaces as shown)

PARADIENE 20 SA
(fully adhere to primed substrate and underlying Paradiene 20)

Teramap 1M (fully adhere, prepare granule surfaces)

VERAL, (torch to prepared surfaces and fasten 9" o.c.)

PARADIENE 20 TG
(fully adhere to vertical and

horizontal surfaces as shown)

FILTER FABRIC

PARA DRAIN
Teramap 1M (fully adhere)

Existing exhaust fan to remain

Existing ballast
reinstalled

Bend up existing  and install
new base flashings then dress

down and refasten corners

2- 2X4 ripped to size

1X6 white Azeck
all 4 sides of opening

Typ. existing
roofing

prepared
as specified.
See Detail #1

Pressure treated
wood blocking

Curb equipment
mounting support

2 ply bituminous flashing

Typ. existing
roofing

assembly
See Detail #1/A-2

PARADIENE 20 TG
(fully adhere to vertical and horizontal surfaces as shown)

PARADIENE 20 SA
(fully adhere to primed substrate and underlying Paradiene 20)

Teramap 1M (fully adhere, prepare granule surfaces)

VERAL, (torch to prepared surfaces and fasten 9" o.c.)

FILTER FABRIC

PARA DRAIN

Teramap 1M (fully adhere)

Fastener @ 9" o.c.

PARADIENE 20 TG
(fully adhere to vertical and horizontal surfaces as shown)

Existing BUR

Existing ballast
reinstalled

Typ. existing
roofing

prepared
as specified.
See Detail #1

Typ. existing
roofing

prepared
as specified.
See Detail #1

Lead coated copper cap -
soldered joints

Full height Lead coated copper sleeve
& base - soldered joints  & set

in a bed of mastic

2 ply bituminous
stripping

Typ. existing
roofing

assembly
See Detail #1/A-2

Existing lead coated
copper cap -

soldered joints

Existing full height Lead
coated copper sleeve

& base - soldered joints  & set
in a bed of mastic

Existing 2 ply
bituminous

stripping

Parapro 123 flashing system Parapro 123
flashing system

Typ. proposed
roofing

prepared
as specified.

See Detail #2/A-2

Typ. proposed
roofing

prepared
as specified.

See Detail #2/A-2

SCALE: 1:5.332 ROOF TO SKYLIGHT PROPOSED
SCALE: 1:5.331 ROOF TO SKY LIGHT EXISTING SCALE: 1:5.333 ROOF TO EXHAUST FAN EXISTING

SCALE: 1:5.334 ROOF TO EXHAUST FAN PROPOSED

SCALE: 1:5.335 ROOF TO HVAC EQUIPMENT EXISTING SCALE: 1:5.336 ROOF TO HVAC EQUIPMENT PROPOSED SCALE: 1:5.337 ROOF TO PLUMBING VENT EXISTING
SCALE: 1:5.338 ROOF TO PLUMBING VENT PROPOSED

EXISTING &
PROPOSED DETAILS A-3
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3"

Parapro 123 flashing system
(fully adhere-  wipe w/ ProPrep before
lapping subsequent sheets

Teranap (fully adhere)

Paradiene 20 (fully adhere to substrate,
set in SFT Cement 6" around drain perimeter

Teranap (fully adhere)PS-715 NS
Elastometric Sealant

3"

Typ. proposed
roofing

prepared
as specified.

See Detail #2/A-2

Existing 36" X 36" 4Lb. lead
flashing set in a continuous

bed of mastic

2 ply bituminous stripping

Typ. existing
roofing

assembly
See Detail #1/A-2

SKY LIGHT SCHEDULE

MARK
APPROX. SIZE -

O.D.  CURB
EXISTING

A

B

C

D

50" X 50"

60" X 60"

60" X 60"

50" X 50"

NEW SIZE -
O.D.  CURB

51" X 51"

58" X 58"

51" X 51"

58" X 58"

WASCO
CEC3

SKYLIGHT

Mod. #5555

Mod. #5555

Mod. #6060

Mod. #6060

SKYLIGHT
GLAZING

Outer:Satin Sky 2
Middle:Clear
Inner: Clear

Outer:Satin Sky 2
Middle:Clear
Inner: Clear

Outer:Satin Sky 2
Middle:Clear
Inner: Clear

Outer:Satin Sky 2
Middle:Clear
Inner: Clear

PARADIENE 20 TG
(fully adhere to vertical and

horizontal surfaces as shown)

PARADIENE 20 SA
(fully adhere to primed substrate

and underlying Paradiene 20)

TeraNap 1M (fully adhere

Parapro to prepared surfaces

Existing building connection expansion joint
cap flashing

Typ. proposed
roofing

prepared
as specified.

See Detail #2/A-2

SCALE: 1:5.332 PROPOSED DRAIN DETAIL
SCALE: 1:5.331 EXISTING DRAIN DETAIL

SCALE: 1:5.334 PROPOSED BUILDING EXPANSION JOINT DETAIL

1.) Provide temporary support for
pipes.
2.) Detach yokes and related
supports.
3.) Lift yoke assembly/flashing
below and move along pipes to
expose dunnage below.
4.) Apply Parapro flashing to
dunnage then reassemble

1.) Parapro flashing and then yoke assembly/
flashing reinstalled
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